Installation Instructions for Autodealer 3

PRIVATE 
INTRODUCTIONtc "1.INTRODUCTION"
The Autodealer is a computerised device that enables users to deal bridge cards quickly and effortlessly. Thanks to microcomputer technology, the Autodealer software also keeps a record of each deal, which can be later printed out or used again in new deals. To use the Autodealer, the following equipment is necessary:

1. Personal computer (386, 486, Pentium or Celeron processor), and one serial port.


2. The Autodealer itself, which consists of:



*  electromechanical dealing hardware,



*  a serial cable to connect the Autodealer to the computer,



*  software (supplied with the Autodealer) to be run on the computer,

PRIVATE 
INSTALLATIONtc "2. INSTALLATION"
Installation of the Autodealer is straightforward. The following steps should be followed.


1. The Autodealer is an electro‑optical device and therefore should be placed and operated away from strong and direct sources of light, and from noisy electrical equipment such as electric power tools.


2. Connect the Autodealer to the computer serial port (9 pin connector) using the cable provided. The connection point for this cable is located on the rear of the Autodealer. If the computer has a 25‑pin serial connector, please use an appropriate adaptor.


3. Switch on the computer.


4. Install the dealing software from the CD supplied with the Autodealer. (This is usually the Windows version of the dealing program called Dealer, or Abledeal or a DOS version able to work in Windows XP, called Deal 4.0. See instructions on CD supplied).


6. Connect the power cord from the Autodealer to the power outlet.


7. Switch on the Autodealer by pressing the power switch on the rear panel. The electric motor in the Autodealer will perform several rotations and then the green indicator will come on indicating normal operation. If this does not happen, a fault may have occurred and the Autodealer should be returned to the supplier, EBA Pty Ltd, for repair. 


8. Start the dealing program on the computer. The instructions for using any of the dealing program’s should be followed by reading the appropriate User Manual supplied on the CD. Please ensure that the appropriate startup conditions are set up with each program (e.g. serial port, deal folder, etc).


9. See appropriate Manuals to prepare random hands (from Dealmaster Pro or HG dealing programs supplied). 

Please note: 

DO NOT OPERATE THE DEALER IN STRONG AMBIENT LIGHT OR NEAR

OTHER ELECTRONIC DEVICES WITH STRONG ELECTROMAGNETIC

FIELDS (ELECTRIC MOTORS OR MICROWAVE DEVICES FOR INSTANCE).

THESE MAY CAUSE CARD READ ERRORS.
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